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INVITATION TO BID 

The Zamboanga City Electric Cooperative, Inc. (ZAMCELCO) through its Bids and Awards Committee (BAC) invites all interested parties to participate in the Bidding for the following items:

	
NO.

	
QUANTITY
	
ITEM DESCRIPTION

	
1

	
1 SET/S
	
CLAMP TESTER 3 IN 1

	
2

	
1 UNIT/S
	
CURRENT TRANSFORMER TESTER

	
3
	
3 SET/S

	
SWITCH, DISCONNECTING, 15KV, 600A



	DETAILED SPECS FOR 1 SET CLAMP TESTER 3 IN 1:
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	DETAILED SPECS FOR 1 UNIT CURRENT TRANSFORMER TESTER:

	[image: C:\Users\Ayesha\Desktop\CT TESTER.jpg]



	
SAMPLE PHOTO OF SWITCH, DISCONNECTING, 15KV, 600A:
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	***Nothing Follows***


[bookmark: _GoBack]
	
Notes:

1. Interested bidders must submit their Bid proposals at Zamboanga City Electric Cooperative, Inc (ZAMCELCO), Putik, Main Office, Logistics Department, Procurement Division, Zamboanga City.

2. For queries on detailed specifications of the materials listed above, please contact us at Email Address: procurement@zamcelco.com.ph, Tel. No. (062) 991-2117 local 8843, Cel no. 09173032620.
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3 in 1 Clamp Tester / Power Meter

Technical Specifications:

Wiring connections: 1P2W, 1P3W, 3P3W, 3P3W3A, 3PAW

Measurements: Voltage, Current, Frequency, Active power

Parameters: Apparent power, Reactive power, Active energy,
Apparent energy,Reactive energy, Power factor
(cos 8), Neutral current

Voltage range[RMS]: 150.0 / 300.0 / 600.0V

Voltage accuracy: +0.2%rdg+0.2%f.s. (sine wave, 45 - 65Hz)

Current range[RMS]: 8128 ( 50A type ) : 1.000 / 5.000 / 10.00 / 25.00

/ 50.00A / auto i
8127 ( 100A type ) : 2.000 / 10.00 / 20.00 75 |
50.00 / 100.0A / auto

8126 ( 200A type ) : 4.000 / 20.00 / 40.00 o/ |
100.0 / 200.0A / auto

8125 ( 500A type ) : 10.00 / 50.00 / 100.0 /
250.0 / 500.0A / auto

8124 ( 1000A type ) : 50.00 / 100.0 / 200.0 7
500.0 / 1000A / auto |
8130 ( 1000A type ) : 50.00 / 100.0 / 200.0 /

500.0 / 1000A / auto

8129 ( 3000A type ) : 300.0 / 1000 / 3000A

8133 ( 3000A type ) : 60.00 / 300.0 / 600.0 7

1500 / 3000A / auto

Current accuracy: +0.2%rdg+0.2%f.s. + Accuracy of Clamp sensor
(sine wave, 45 - 65Hz)+1%f.s. at the lowest range

Power supply (AC Line): AC100 - 240V+10% (50/60Hz)

Communication interface: USB, Bluetooth
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Current Transformer Tester

Technical Specifications:

Accuracy 0.05%
Power supply AC 220V+10% or AC 120V+10%, 50/60Hz or Battery
Output voltage 0-100Vrms
Output current 0-5Arms (20A peak-value)
Output power 0-400 VA (1500 VApeak) Y
Automatic frequency variation range 0.1-60Hz :
Equivalent excitation voltage <5000V
Accuracy <0.5%
Secondary winding DC resistance Range: 0.1-1000Q
measurement Accuracy: <0.05%
Secondary actual load Range 5VA-1000VA
measurement Accuracy <£0.5%+0.1VA
CT/PT phase error Accuracy +1min (typical) / 3 min (guaranteed)
measurement Resolution 0.1min
CT ratio error measurement Range 1-50000
Accuracy <0.05%
PT ratio error measurement Range 1-10000
Accuracy <0.05%

MAIN FUNCTIONS

1. Current Transformer (CT) Il. Voltage Transformer (PT)

- Magnetization curve - Excitation characteristic test

-Transformation ratio test (with and without load) - Transformation ratio test (with and
without load)

-Polarity - Polarity

- 5% and 10% error curve - Ratio error, phase error

- Accuracy limiting factor (ALF) - Actual secondary load test (burden test)

-Ratio error, phase error - Resistance test

- Actual secondary load test (burden test)
- Resistance test

- Secondary time constant (Ts)

- Remanence coefficient (Kr)

Notes: All Ranges greater than mentioned above are acceptable
All Accuracies better than mentioned above are acceptable
All Resolutions better than mentioned above are acceptable
All temperatures greater than mentioned above are acceptable
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THE NEW ZAMCELCO

Maria Clara Lorenzo Lobregat Highway, Putik
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